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ABSTRAK 

Pada  sistem  tenaga  listrik,  susut energi  merupakan  salah  satu  ukuran  efisien  atau 

tidaknya  suatu  pengoperasian  sistem  distribusi tenaga  listrik.  Susut  merupakan  kerugian  

energi akibat  masalah  teknis  dan  non  teknis  pada penyaluran  energi  listrik.   Selama ini  

perhitungan susut  pada  penyulang  dilakukan  dengan  cara menghitung  selisih  kWh  beli  

dan  kWh  jual  pada penyulang.  Dalam  penelitian  ini  dilakukan perhitungan  susut  teknis  

yang  lebih  rinci,  yaitu dengan  menghitung  susut  konduktor  dan  susut transformator  pada  

penyulang  sehingga  akan diketahui  seberapa  besar  susut  yang  disebabkan konduktor dan 

transformator pada penyulang.  Dari hasil perhitungan didapatkan nilai susut teknis  pada  

penyulang  Labuan Bajo  103,23  kW  dan susut  non  teknis  sebesar  22,78  kW.  Sehingga  

susut pada  penyulang  kayoman  adalah  126,02  kW. Selanjutnya  dilakukan  upaya  

perbaikan  pada jaringan SUTM sehingga susut konduktor berkurang 41,4%.  Sedangkan  

upaya  perbaikan  pada transformator  menurunkan  susut  transformator sebesar  7,7%.  

Upaya  perbaikan  yang  terakhir dengan  cara  memparalelkan  penyulang  berhasil 

menurunkan susut mencapai 50%.  

Kata  Kunci: Energi  Listrik,  Susut  Teknis, Transformator, Perbaikan Susut.  
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ABSTRACT 

In the electric power system, shrinkage energy efficient is one measure of whether or not an 

operation of the electric power distribution system. Shrinkage is the loss of energy due to 

technical and non technical problems in the distribution of electrical energy. During this time 

the feeder shrinkage calculation is done by calculating the difference kWh kWh buying and 

selling on the feeder. In this study conducted calculations more detailed technical losses, by 

calculating shrinkage conductor and transformer losses in feeders so they will know how big 

the losses caused to the feeder conductors and transformers. The value obtained from the 

calculation of technical losses in feeders Labuan Bajo 103.23 kW and non-technical losses 

amounted to 22.78 kW. So shrinkage on kayoman feeder is 126.02 kW. Further efforts on the 

improvement of the network conductor SUTM so shrinkage is reduced to 41.4%. While 

efforts to repair the transformer transformer lowers shrinkage of 7.7%. Efforts to improve the 

latter with a way to parallelize feeders successfully reduced shrinkage reaches 50%. 

Keywords: Electrical Energy, Technical Losses, transformers, Repair shrinkage. 

 

 

 

 

 

 

 

 

 

 

 

 



x 

 
 

 

 

 

 

 

 

 

DAFTAR GAMBAR 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



xi 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



xii 

 
 

DAFTAR GAMBAR 

Gambar 3. 1 Tiga Komponen utama dalam penyaluran Tenaga Listrik…………………………………..29 

Gambar 3. 2 Konfigurasi Jaringan Radial……………………………………………………………………………………30 

Gambar 3. 3 Single Line Diagram Distribusi Labuan Bajo……………………………………………………….30 

Gambar 3. 4 Gardu Portal di daerah Golobilas…………………………………………………………………………..31 

Gambar 3. 5 Penggantian Fuse Link pada Gardu 21Kampung Ujung Labuan Bajo………………31 

Gambar 3. 6 Pengukuran Beban pada Gardu 21 Distribusi Kampung Ujung Labuan Bajo…. 32 

Gambar 3. 7 Perbaikan Jaringan Distribusi depan Hotel El Bajo………………………………………….… 32 

Gambar 3. 8 Penggantian Meteran Pulsa di desa Waekesambi……………………………………………….. 33 

Gambar 3. 9 Survei Jaringan Distribusi di Desa Rangko NTT………………………………………………….33 

Gambar 3. 10 Foto bersama staf pegawai PLN Labuan…………………………………………………………....33 

 

 

 

 


